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ABOUT US

Hexel Industrial company continues its activities in Ankara Sincan Organized
Industrial Zone in a 4000 m2 closed area with the capacity to produce 60000 combi
boilers and 3000 boilers annually. Thanks to its wide production range, it can meet
all heating needs from 24 kW to 1200 kW. It focuses on a zero-defect approach and
100% customer satisfaction, in line with today's technologies and quality standards,
with its high-tech testing and laboratory facilities. It continues to expand its product
range by combining consumer demand with superior quality with its growing and
developing staff day by day.Customer satisfaction is kept at the highest level with
after-sales services, and problems are responded to on-site and quickly with 180
authorized services throughout Tiirkiye.

In addition to its sales network spread throughout the country, it is taking firm steps
towards becoming a reliable brand in the sector with its ever-increasing export
potential. Our goal is to become a world brand by adding value to its stakeholders
and employees without compromising on high technology and quality. We invite

you to be a part of this journey now...
Noise Pollution Prevention
Thanks to Low Sound Level
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Low Fuel Consumption Thanks
to Eco/Comfort Mode

CH
ON/OFF

DHW



TECHNICAL SPECIFICATIONS TABLE

Technical Specifications Birim/Unit Sina 24 Sina 28 Sina 32
Maximum Thermal Load kw 24.85 29.83 32.81
Minimum Thermal Load kw 9.40 9.50 9.88
M“"im""zs.roh/::)";d LT KW 22.86 28.04 3117
Mi"i’“"'";;;';’ﬁ'g;“l Power kW 8.86 8.95 9.32
M"'"i"‘“"(‘;h/‘;'o")"’l Power kW 23.85 28.67 31.56
Mi"im“"; ST :73'3;"‘ Power KW 9.17 9.27 9.64
Max Efficiency (80/60) °C 92.00% 94.00% 95.00%
Min Efficiency (80/60) °C 94.20% 94.20% 94.30%
Max Efficiency (50/30) °C 96.00% 96.10% 96.20%
Min Efficiency (50/30) °C 97.50% 97.60% 97.60%
Gas Consumption Max m3/h 2.59 n 3.42
Gas Consumption Min m3/h 0.98 0.99 1.03
Heat Configuration °C 30-80 30-80 30-80
Maximum System Pressure bar 3.00 3.00 3.00
Minimum System Pressure bar 0.8 0.8 0.8
Energy Clcl:;:so(z?rp Lot1, EN C/A /A C/A
NOX class (EN 15502) 5 5 5
Gas Category 1I2H3+ 1I2H3+ 1I2H3+
Dimensions mm 707 x 410 x 252 707 x 410 x 264 707 x 410 x 264

CAPACITY OPTIONS SUITABLE
FOR EVERY NEED

& {0

Long Life With Freezing Protection
Copper Heat Exchanger Mode

Sina 24 kW Sina 28 kW Sina 32 kW

DHW DHW

28,6 kW 29 kw 31,5 kW 32kw
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Hexel Industry and
Trade Inc.

X +90(312) 503 65 33
info@hexel.com.tr

@ www.hexel.com.tr

hexel.kombi
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